


TRANSROTOR
MAX

Equipment examples

1. MAX

withRB220 and Transrotor Uccello
2: MAX

withRB330, Konstant EINS and
Transrotor Uccello

3 MAX

with RB 880, MC Merlo
and Konstant EINS

4: MAX

with RB 880, MC Merlo Reference
and Konstant M1 Reference

Features

e Chassis aluminium, massiv
DECK ONLY

MAX 9 Inch Version

Motor without contact to the chassis

« Stepless adjustable tone arm base

« Two tone arme sind can be mounted Deck without tone arm
e Platter aluminium, ca. 7 kg, MAX 12 Inch

e Platter weight aluminium
Deck without tone arm

Accessories
Additional tone arm base

stepless adjustable 9 Inch

Additional tone arm base
stepless adjustable 12 Inch

Tone arm mounting disk
forexchanging anexistingarm

PHONO Preamplifier, forMCand
MM,adjustable, front plateplate Alu
polished

PHONO STUDIO Preamplifier,for

MC and MM, adjustable, black
KONSTANT EINS Power supply
switchable 33/45, fine adjust

MAX with 12 inch tone arm base with damping KONSTANT M-1 Reference Power
element supply, switchable 33/45, fine adjust




TRANSROTOR
MAX NERO

Equipment examples

1: MAX NERO
withRB220andTransrotor Uccello
2: MAX NERO

with RB330,Konstant EINS BLACK
and Transrotor Uccello

3: MAX NERO

with RB 880, MC Merlo
and Konstant EINS BLACK

4: MAX' NERO

with TRA STUDIO, MC Merlo Refe-
rence and Konstant M1 Reference

Features
«Chassis POM

«Metal parts stainless steel DECKONLY

) MAX NERO 9 Inch Version
« Stepless adjustable tone arm base

. Two tone arme can be mounted Deck without tone arm

« Platter POM MAX NERO 12 Inch

- Platter weight stainless steel
Deck without tone arm

Accessories
Additional tone arm base

stepless adjustable 9 Inch

Additional tone arm base
stepless adjustable 12 Inch

Tone arm mounting disk
forexchanging anexistingarm

PHONO 3 Preamplifier, forMC and
MM,adjustable, front plateplate Alu
polished

PHONO STUDIO Preamplifier, for

MC and MM, adjustable, black
KONSTANT EINS Power supply
switchable 33/45, fine adjust
KONSTANT M-1 Reference Power
supply, switchable 33/45, fine adjust
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TRANSROTOR
DARK STAR

Equipment examples

1: DARK STAR
withRB330andTransrotor Uccello
2: DARK STAR

withRB 880, Transrotor Uccello and
Konstant EINS

3: DARK STAR

withTRA9 black, MC Merlo Ref. and
Konstant M1 Reference

Featur.es DECK ONLY
«Chassis POM, 30 mm DARK STAR

* Platter POM, 60 mm withplatter weight POM,

-Platter weight POM/brass without tone arm, without cartridge

Accessories

Dimensions )
Record brush with stand

PHONO 3 Preamplifier, for MC

and MM, adjustable, front plate alu
polished

PHONO STUDIO Preamplifier, for
MC and MM, adjustable, black
PHONO 8.2 MC sym. Preamplifier,

MC balanced, adjustable, external
ower supply with quasi battery
unction, front plate alu polished, fully

balanced, XLR in and out

KONSTANT EINS Power supply

switchable 33/45, Fine adjust

KONSTANT Studio Power supply,

switchable 33/45, Fine adjust

KONSTANT M-1 Reference Power

supply , switchable 33/45, Fine adjust
(1 Motor)

46 cm 34 cm 17 cm 24 kg

KONSTANT FMD power supply, swit-
chable 33/45, fine adjust (1 to 3 Motors)

Upgrade to DARK STAR
REFERENCEadditionalbase




TRANSROTOR
DARK STAR REFERENCE

Equipment examples

1: DARK STAR REFERENCE
withRB330 and
Transrotor Uccello

2: DARK STAR REFERENCE
withRB 880, TransrotorUccello and
Konstant EINS

3: DARK STAR REFERENCE

with TRA9 black, MC Merlo Ref. and
Konstant M1 Reference

Features
*Double-Chassis POM, 30 mm

 Platter POM 60 mm
. DECK ONLY
«Platter weight POM/Brass DARK STAR REFERENCE

withPlatter weight POM,

Dimensions without tone arm, without cartridge

46 cm 34cm 22cm 30 kg Accessories
Record brush with stand

PHONO 3 Preamplifier, for MC
and MM, adjustable, front plate alu

polished

PHONO STUDIO Preamplifier, for
MC and MM, adjustable, black
PHONO 8.2 MC sym. Preamplifier,

MC balanced, adjustable, external
ower supply with quasi battery
unction, front plate alu polished, fully

balanced, XLR in and out

KONSTANT EINS Power supply

switchable 33/45, Fine adjust

KONSTANT Studio Power supply,

switchable 33/45, Fine adjust

KONSTANT M-1 Reference Power

supply, switchable 33/45, Fine adjust
(1 Motor)

KONSTANT FMD power supply , swit-
chable 33/45, fine adjust (1 to 3 Motors)




TRANSROTOR

DARK STAR SILVER SHADOW

Features

e Platter with weights

 Chassis POM 30 mm

e Some parts aluminium polished
« Platter weight aluminium

Dimensions

46 cm 34 cm 22cm 30 kg

Equipment examples

1. DARK STAR SILVER SHADOW
withRB 880, TransrotorMerloand
Konstant EINS

2: DARK STAR SILVER SHADOW

with TRA 9 black/chrome, MC Figaro
and Konstant M1 Reference

DECK ONLY
DARK STAR SILVER SHADOW

withPlatterweight POM,
without Tone arm, without Cartridge

Accessories

Upgrade to Dark Star Silver
Shadow REFERENCE

Record brush with stand

PHONO 3 preamplifier,forMC
and MM,adjustable,frontplate alu

PHONO STUDIO
MC andMM, adjustable,Rgekbase

PHONO 8.2 MC sym.

MC balanced, adjustable,external
ower supply withquasibattery
unction, front platealupolished, fully

balanced, XLR i”an?ﬁ@émpliﬁer, for
KONSTANT EINS Powersupply
switchable 33/45,Fineaplj4é%ltmp“ﬁer’
KONSTANT StudioPowersupply,
switchable 33/45,Fineadjust
KONSTANT M-1 Reference Power

supply, switchable33/45,fine adjust
(1 Motor)

KONSTANT FMDPowersupply,
switchable 33/45,fineadjust(1 bis 3
Motors)




TRANSROTOR
ZET 1

(BLACK,MATTWHITEOR GLOSSY WHITE)

Equipment examples

1. ZET1

withRB330 and

Transrotor Uccello

2. ZET1

withRB 880, Transrotor Cantare and
Konstant EINS

3. ZET1

withRB 880, MC Merlo and
Konstant M1 Reference

DECK ONLY
Features ZET1

- Chassis Acrylic withplatter weight alu,

» Platter Aluminium, ca. 10 kg without tone arm, without C’ cartridge
« Platter weight Aluminium
«Can be upgraded with TMD bearing Accessories
« Can be upgraded to two tone arms Dust cover
« Can be upgraded to two motors (Konstant Record brush with stand
M2, M3 or FMD is needed) Separate tone arm base 9 Inch

Separate tone arm base 12 Inch

Dimensions Motor stand forplacingthemotor
outside the chassis

45 cm 40 cm 18 cm 24 kg TMD-Bearing extra charge

TMD-Bearing upgrade inculding
motorstand/belt/oil/plattermat,

Additional motor(KonstantM-2 is
needed)

Belt long fortwo motorswithout
TMD
Set up base for two motors

KONSTANT EINS Powersupply
switchable33/45, fine adjust

KONSTANT Studio Powersupply ,
switchable33/45, Fine adjust

KONSTANT M-1 Reference Power
supply,switchable 33/45,fine adjust
(1 Motor)

Konstant M-2 Reference Power
supply for two motors

Rack Acrylic black/Aluminium, adjus-

table, 45x40x84 cm, 44 kg (without
turntable)




TRANSROTOR
ZET 3

(BLACK OR GLOSSY WHITE)

Features
« Chassis Acrylic, Aluminium, Acrylic

(Sandwich), polished

e Platter Aluminium 70 mm, ca. 12 kg,
with black platter mat

. Platter weight aluminium

«Can be upgraded with TMD bearing
e Can be upgraded to two tone arms

« Can be upgraded to two motors (Konstant
M2, M3 or FMD is needed)

Dimensions

45 cm 40 cm 23 cm 34 kg

Equipment examples
1. ZET 3

withRB 880, MC Cantare and
Konstant EINS
2:ZET3

withRB 880, MC Merlo and
Konstant M1 Reference

3. ZET 3

with 2 motors, TMD-Bearing,
Transrotor TRA9 black, MC Figaro
and Konstant M2 Reference

DECK ONLY
ZET 3

withPlatter weight Alu,
without tone arm, without cartridge

Accessories
Dustcover
Record brush with stand

Separate tone arm base 9 Inch

Separate tone arm base 12 Inch

Motor stand forplacingthe motor
outside the chassis

TMD-Bearing extra charge

TMD-Bearing upgradeinculding
motorstand/belt/oil/platter mat,

Additional motor (Konstant M-2 is
needed)
Belt long for two motors without

Set up base for two motors

KONSTANT EINS Power supply
switchable 33/45, fine adjust
KONSTANT Studio Power supply,
switchable 33/45, Fine adjust
KONSTANT M-1 Reference Power
supply, switchable 33/45, fine adjust
(1 Motor)

Konstant M-2 Reference Power
supply for two motors

Rack Acrylic black/Aluminium, adjus-

table, 45x40x84 cm, 44 kg (without
turntable)



TRANSROTOR

LEONARDO 40/60 TMD

Features
«Chassis Acrylic clear, 40 mm

« PlatterAcrylic matt, 60 mm, ca. 6 kg
«TMD bearing

« Platter weight Alu

Dimennsions

44 cm 39cm 19 cm 24 kg

Equipment examples
1: LEONARDO 40/60 TMD

withRB330 and
Transrotor Uccello

2: LEONARDO 40/60 TMD

withRB 880, TransrotorCantare and
Konstant EINS

3: LEONARDO 40/60 TMD

with Transrotor TRA9 black, MC Mer-
lo reference and Konstant M1 Ref.

DECK ONLY
LEONARDO 40/60 TMD

withPlatterweight Alu,
without Tone arm, without Cartridge

Accessories

Separate tone arm mounting disc
Record brush

Dust cover

PHONO 3 Preamplifier, for MC
and MM,adjustable,frontplatealu

PHONO STUDIO Preamplifier,for
MC andMM, adjustable,black

PHONO 82 MC sym. Preamplifier,
MC balanced, adjustable,external

ower supply withquasibattery
unction, front platealupolished, fully
balanced, XLR inandout

KONSTANT EINS Powersupply
switchable 33/45,fineadjust
KONSTANT StudioPowersupply,
switchable 33/45,Fineadjust
KONSTANT M-1 Reference Power

supply, switchable33/45,fine adjust
(1 Motor)

KONSTANT FMDpowersupply ,
switchable 33/45,fineadjust(1 to 3
motors)




TRANSROTOR _
MASSIMO NERQ TMD “"mereemes

T: MASSIMO NERO
withRB330andTransrotor Uccello

2: MASSIMO NERO

withRB880andTransrotor Cantare
3: MASSIMO NERO

withTRASTUDIOandMC Merlo
3: MASSIMO NERO

withTRA9 black,MC Figaro, two
motors and Konstant M2 Reference

DECK ONLY
MASSIMO NERO
with Platter weightstainless steel and

Konstant EINS BLACK, without tone
arm, without cartridge

Features
« Chassis POM

Accessories
« Platter POM black

«Metal parts stainless steel
«TMD bearing Separate tone arm base

Recordbrush with stand

Additional motor(Konstant M-2 is

« Can be used with up to four tone arms
needed)

« Can be upgraded to two motors (Konstant SHONO 3 lfior for MC
, preamplifier,for
M2, M3 or FMD is needed) and MM,adjustable,front plate alu
«Comes with KONSTANT EINS BLACK PHONO STUDIO preamplifier, for

MC andMM, adjustable, black

PHONO 8.2 MC sym. Preamplifier,
MC balanced, adjustable, external
power supply with quasi battery
function, front plate alu polished, fully
balanced, XLR in and out

Konstant M-2 Reference Power
supply for two motors

10




TRANSROTOR
FAT BOB S TMD

Features
« Chassis aluminium, hand polished,

40 mm stark

e Platter aluminium, 60 mm, ca. 12 kg,
black platter mat

. Platter weight alu

« TMD-Bearing
« Can be used with two tone arms

Dimensions

WIDTH DEPTH HEIGHT WEIGHT

44 cm 38cm 18 cm 25 kg

Equipment examples

1: FAT BOB S TMD
withRB330 and
Transrotor Uccello

2:FAT BOB STMD

withRB 880, Transrotor Cantare and
Konstant EINS
3. FAT BOB S TMD

withTransrotor TRA9 black, MC
Merlo Reference and Konstant M1
Reference

DECK ONLY
FAT BOB STMD

with platterweight alu, without
tone arm, without cartridge

Accessories

Additional tone arm base 9 Inch

Additional tone arm base 12 Inch
Dust cover

Record brush with stand

KONSTANT EINS Powersupply
switchable 33/45, fine adjust

KONSTANT Studio Powersupply,
switchable 33/45, fine adjust

KONSTANT M-1 Reference Power
supply, switchable33/45,fineadjust
(1 Motor)

KONSTANT FMDPower supply,
switchable 33/45, fineadjust (1 bis 3
Motors)

Ry
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TRANSROTOR
BELLINI TMD

Features

« Clear acrylic chassis

e Aluminum platter

« Black or white platter mat

« Hydrodynamic platter bearing with
magnetic coupling (TMD)

. Platter weight Alu
« Optional, high-quality dust cover, attached
to the device, easily removable
. Feet with internal thread for fine adjustment

Equipment examples
1: BELLINI TMD

withRB 880,MCCantare and Konstant
EINS, platter mat black

2: BELLINITMD

with RB 3000, MC Merlo and
Konstant EINS, platter mat white,
with dust cover

3:BELLINITMD

with TRA STUDIO, MC Merlo Refe-
rence and Konstant M1 Reference,
Tellerauflage white, with dust cover

4: BELLINITMD

with TRA 9 9 Zoll black/chrome, MC
Figaro and Konstant M1 Reference,
platter mat black, with dust cover

DECK ONLY
BELLINITMD

platterweightAlu, without tone arm, without cartridge

Accessories

Record brush
Dust cover

KONSTANT EINS pg\ver supply
switchable 33/45, fine adjust

KONSTANT Studio Power supply,
switchable 33/45, fine adjust

KONSTANTM-1Reference Power supply , switchable
33/45, fine adjust(1 Motor)

KONSTANT FMDPower supply , switchable 33/45, fine
adjust (1 bis 3 Motors)

12



TRANSROTOR
ALTO TMD

Features
« Chassis Aluminium, solid

« Tone arm base with height adjustment,
VTA can be set up while playing

« Stepless adjustable distance of the tone
arm base

« Can be used with three tone arms

. Platter aluminium, ca. 9 kg

. Platter weight aluminium

« Power supply Konstant EINS

Equipment examples

1: ALTO TMD

withRB880 and Transrotor Cantare
2: ALTO TMD

with TRA9 black and MC Merlo
Reference
2: ALTO TMD

with TRA9 black/chrome , MC Figaro
and Konstant M1 Refence

DECK ONLY

ALTO TMD

with Platter weight alu, )
without tone arm, without cartridge,
with Konstant EINS

Accessories

Separate Tone arm base

formountingasecondorthird tone
arm

Additional motor

three motors are possible, Kons-
tant M2, M3 oder Konstant FMD is
needed

Platter weight bench

Extra price Konstant M1 Reference

Record brush with Stand

PHONO 8.2 MC sym. Preamplifier,
MCbalanced, adjustable,external

ower supply with quasi battery
unction, front plate alu polished, fully
balanced, XLR in and out

i)

2
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TRANSROTOR
RONDINO BIANCO FMD

Equipment examples

1: RONDINO BIANCO FMD

with TransrotorTRA9black/chrome
and MC Figaro

G o
4 '(i'.‘.‘
.“‘—,ﬂﬂ"__. |
DECK ONLY
RONDINO BIANCO FMD
with platter weight alu,
without tone arm, without cartridge,
with Konstant FMD
Features

« Chassis Acrylic
« Platter Aluminium 70mm, ca. 10 kg Accessories

«Konstant FMD

« Platter weight alu

Separate Tone arm base

formountingasecondorthird arm

Dimensions f[oorneé(%r}anqgwgﬁrr]\t%(bs%%gg arm
record brush with Stand
47 cm 42 cm 22cm 35 kg Rack

PHONO 82 MC sym. Preamplifier,

MCbalanced, adjustable,external
ower supply with quasi battery
unction, front plate alu polished, fully

balanced, XLR in and out




TRANSROTOR

RONDINO NERO FMD

Features

e Chassis acrylic

e Platter aluminium 70mm, ca. 10 kg
eKonstant FMD

e Platter weight alu

Dimensions

47 cm 42 cm 22 cm 37 kg

Equipment examples

1:RONDINO NERO FMD

withTransrotorTRA9blackand MC
Figaro

DECK ONLY

RONDINO NERO FMD

with Platter weight alu, )
without tone arm, without cartridge,
with Konstant FMD

Accessories

Separate Tone arm base complete
for mounting a second or third arm

Tone arm mounting disc
for exchanging an existring arm

Record brush with Stand

Rack

PHONO 8.2 MC sym. Preamplifier,
MCbalanced, adjustable,external
power supply with quasi battery
function, front plate alu polished, fully
balanced, XLR In and out

ok
Xy ,
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TRANSROTOR
STRATO NERO/BIANCO

Equipment examples
1: STRATO NERO/BIANCO TMD

withTransrotorTRA9 chrome,MC
Figaro and Konstant FMD

Accessories

PHONOS8.2MC sym. Preamplifier, MC
balanced, adjustable, external power
supply with quasi battery function, front
plate alu polished, fully balanced, XLR in
and out

Features

e Chassis acrylic/aliminum/acrylic

e Strato nero: acrylic glossy black, Strato
nero acrylic glossy white

« Platter POM (nero), acrylic (bianco)

*TMD bearing

e Three motors mounted in a solid block of
aluminum

« Dust cover, mounted on chassis, easily
removable

e Complete assembly with TRA 9 chrome, TR
Figaro and Konstant FMD




TRANSROTOR
ORION REFERENCE FMD

Equipment examples

1: ORION REFERENCE FMD

with TransrotorTRA9black/chrome
and MC Figaro

2: ORION REFERENCE FMD

with Transrotor TRA9 black/chrome
and MC Tamino

DECK ONLY

ORION REFERENCE FMD

with platter weight alu, )
without tone arm, without cartridge,
with Konstant FMD

Features
e Platter Aluminium, 80 mm, Accessories
platter mat white. ca. 15 kg
Rack
*FMD bearing, platter is driven via a PHONO 82 MC sym. preamplifier
magnetic field MCbalanced, adjustable, external
. ower supply with quasi battery
Konstant FMD unction, front plate alu polished, fully

e Platter weight alu balanced, XLR in and out

Dimensions

WIDTH DEPTH HEIGHT WEIGHT

52 cm 52 cm 30cm 40 kg




TRANSROTOR
TOURBILLON FMD

Features

e Platter acrylic, 80 mm

e Chassis acrylic klar

e Metal parts aluminium, hand polished

*FMD bearing, platter is driven via a
magnetic field

* Rotor Ring NEW IMPROVED VERSION
2020 NOW INCLUDED

eKonstant FMD
e Platter weight chrome

Dimensions

WIDTH DEPTH HEIGHT WEIGHT

52 cm 52 cm 30cm 60 kg

Equipment examples

1: TOURBILLON FMD

with TransrotorTRA9black/chrome
and MC Figaro

2: TOURBILLON FMD

with Transrotor TRA9 black/chrome
and MC Tamino

DECK ONLY

TOURBILLON FMD

with Platter weight alu, )
without tone arm, without cartridge,
with Konstant FMD

Accessories

Tone arm base 9 Inch

Tone arm base 12 Inch

Rack

PHONO 8.2 MC sym. Preamplifier,
MCbalanced, adjustable, external
power supply with quasi battery
function, front plate alu polished, fully
balanced, XLR in and out




TRANSROTOR
ARTUS FMD

Features

« Cardanic suspension, the trntable can
move freely in any direction

-FMD bearing, platter is driuven via a
magnetic field

*3 Motors

«Acrylic black, Aluminium massiv,
hand polished

» Rotor Ring NEW IMPROVED VERSION
*Konstant FMD

- Platter weight chrome

= Quintessence switch (pilot switch)

Dimensions

55cm 55cm 120 cm 220 kg

Artus-Deck

withKonstant FMD,
Platter weight alu, Wwithout Tone arm,
without Cartridge

Details FMD-Antrieb

TRANS
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TRANSROTOR
METROPOLIS FMD

Features
= Optimized, particularly smooth-running

cardanic bearing with central counterweight
- Drive by rotating magnetic field (FMD)
= 3 motors
= Material acrylic black, brass, metal parts
high quality chrome or gold plated
Rotor Ring

« Constant FMD in solid brass housing,
vibration optimized

« Tone arm bases height adjustable

Dimensions

55cm 55cm 120 cm 220 kg

METROPOLIS CHROME

with Konstant FMD, Platter weight chrrome,
without Tone arm, without Cartridge

METROPOLIS GOLD

with Konstant FMD, Platter weight chrrome,
without Tone arm, without Cartridge

Details FMD-Antrieb




TRANSROTOR
TRA 9

Material:

Aluminium alloy, stainless steel, brass, ceramic, magnetic material, technical plastics, silver, anodized, chrome, gold, Ruthe-
nium

Tone arm tube:

Double tone arm tube made of two different aluminum alloys, slid into each other, stiff and resonance-free
Counterweights:

Aluminium alloy with interchangeable brass weights (depending on cartridge weight)

VTA adjustment:

two screw-in adjustment screws lift the tone arm parallel

Scating setting:

Magnetically adjustable via a fine thread, center adjustment 1.8 g (gram) (red line)

Cabling:

Pure silver cable (4x Seven Stream van den Hul), oxygen free insulation outside and inside with silicone tubing,
protected and damped, connections with silver solder, system connection cable plugs silver-plated
Connection cable:

Pure silver cable (same material as inner cable), oxygen-free insulation

Connection plug:

Chinch or XLR special high conductive coated (WBT)

The tone arm is compatible with all 9 inch SME bases manufactured by Transrotor

Technical data

Effective length: 232.8 mm (approx. 9 inches)

Tone arm distance: spindle to tone arm pivot point 215 mm
Overhang: 17,8 mm

Offset: 23.66 degrees

Zero point inside: 66 mm

Zero point outside: 121 mm

Effective mass: 18 grams (mid heavy, fitting to almost all cartridges)
Connection cable: length approx. 130 cm

Cable material: Pure silver (van den Hul)




TRANSROTOR
TRA O

Scope of delivery:

Tone arm cable (van den Hul pure silver, RCA or XLR), 2x allen keys, 2x height adjustment screws, electronic tone arm scale,
parallelogram (for horizontal adjustment), gauge for bore distance, steel dimension 30 cm, pointed pliers for mounting the
system plugs, high-quality tools, elaborate packaging with case

Y
.

Ruthenium




TRANSROTOR
TRA STUDIO

Material:

Aluminium alloy, stainless steel, brass, ceramic, magnetic material, technical plastics, silver, anodized,
Counterweights:

Aluminium alloy with interchangeable extra weights (depending on cartridge weight)

VTA adjustment:

two screw-in adjustment screws lift the tone arm parallel

Scating setting:

Magnetically adjustable via a fine thread, center adjustment 1.8 g (gram) (red line)

Cabling:

van den Hul, cartridge connection cable plugs silver-plated
Connection cable:

van den Hul 502, fixed, SME/DIN-plug on request
Connection plug:

Chinch or XLR special high conductive coated (WBT)

The tone arm is compatible with all 9 inch SME bases manufactured by Transrotor with an extra adaptor

Technical data

Effective length: 232.8 mm (approx. 9 inches)

Tone arm distance: spindle to tone arm pivot point 215 mm
Overhang: 17,8 mm

Offset: 23.66 degrees

Zero point inside: 66 mm

Zero point outside: 121 mm

Effective mass: 18 grams (mid heavy, fitting to almost all cartridges)
Connection cable: length approx. 130 cm

Cable material: van den Hul

'TRANS |
| ROTOR



MORE TONE ARMS

RB 220

RB 330

RB 880

NEW: RB 3000




POWER SUPPLYS

KONSTANT EINS SILVER OR BLACK

The entry into our external power supplies. The two speeds (33 or 45 rpm)
are selected at the motor control unit, there is a separate fine adjust for both
speeds. Housing made of hand polished aluminium

Speeds 33 and 45 rpm

Recommended for Max, Jupiter, ZET 1 (with one engine) and Dark Star/Dark
Star Reference

KONSTANT STUDIO

Konstant Studio offers a further improvement of the synchronization thanks to
a larger power transformer and a more complicated circuit.

TRANS Vi3 Speeds 33 and 45 rpm, each with fine adjust
RQTOly- = Recommended for all Transrotor turntables with one motor

KONSTANT REFERENCE-SERIE

The next stage, the Konstant Reference Power supply, offers even more precise
control of the motor, the synchronisation and the sound characteristics of the
turntable are significantly improved. Elaborate housing, hand polished front plate
Speeds 33 and 45 rpm, each with fine adjust

Ref. M1 one motor

Ref. M2 one to two motors

Ref. M3 one to three motors

o vu “Sammn

KONSTANT FMD

The ,,plus ultra“. The best engine control system we offer. In addition to the
even more precise control, this power supply allows the engine to start slowly
with high torque, which protects the bearings, belts and motors. Elaborate
housing, hand polished front plate

S 6]

M
o

Speeds 33 and 45 rpm, can drive one to three motors

= 4
p? Recommended for all devices
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PHONO-PREAMPLIFIERS
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PHONO STUDIO

High-quality phono preamplifier in a black housing. Adjustable for all MM
or MC cartridges. Very precise, low-noise sound. The ,insider tip“. Input
and output RCA (cinch).

PHONO Il

Phono preamplifier with hand polished front plate. Adjustable for all MM
or MC systems. Very low noise, precise sound. Input and output RCA
(cinch)

PHONO 82 MC sym

Fully balanced phono preamplifier with storage power supply . Our ,flag-
ship®. The sophisticated circuitry with high quality components ensures
an extremely fine and precise amplification of MC cartridges. The power
supply stores the current like a rechargeable battery (but without the
wear and tear) and can also supply the preamplifier with power extremely
evenly and quickly.

Separate housings for preamplifier and power supply, input and output
balanced, XLR connectors




TRANSROTOR
HEADPHONE AMP
WITH SOUND CONTROL

FEATURES

» The headphone output delivers 200mA at 5-10 Ohm. So it works perfectly with all common headphones

= The volume has a control range from -80 to +20 db, channel equality <0.4 db

= The balance setting is +/- 10 db

= Tone control: The tone control works in the low frequency range below 100 Hz (10 db control range) and in the high
frequency range above 8 kHz (10 db control range), the midrange remains unchanged

= The device works with VCAs, therefore the signal paths are extremely short! The long term stable potentiometers supply
only control voltage

« In addition to its normal function as a headphone amplifier, the device offers two outputs (RCA): one fixed and one

volume controlled. So the unit can be used as a sound and balance control. It can be used to compensate for weaknesses
in the recording or you can adjust the sound to your taste. When the device is without power, the signal is looped through
without loss

= A power amplifier/active loudspeakers can be connected directly to the variable output — thus the device becomes a

preamplifier with equalization

26



CARTRIDGES

Cartridges

MM Uccello cartridge

MM Uccello Reference cartridge

MC Cantare cartridge

MC Merlo cartridge

MC Merlo Reference cartridge

MC FIGARO High End MC-cartridge

MC TAMINO HighestEnd MC-cartridge

®
A

Transrotor Uccello Transrotor Merlo Transrotor Tamino

®

Transrotor Uccello Ref. Transrotor Merlo Ref.

%

Transrotor Cantare Transrotor Figaro




ACCESSORIES 1/2
FOR ALL TURNTABLES

Preamplifier/Power supply
PHONO III preamplifier, for MC/MM, adjustable
PHONO STUDIO Preamplifier, for MC and MM, adjustable, black

PHONO 8.2 MC sym. Preamplifier, MC balanced, adjustable ,
external power supply, front plate alu polished, fully balanced

KONSTANT EINS Power supply , switchable 33/45, fine adjust (1 motor)

KONSTANT Studio Power supply , switchable 33/45, Fine adjust (1 motor)

KONSTANT M-1 Reference power supply , switchable 33/45, fine adjust (1 motor)
KONSTANT M-2 Reference power supply, switchable 33/45, fine adjust (1 to 2 motors),
KONSTANT M-3 Reference power supply, switchable 33/45, fine adjust (1 to 3 motors)
KONSTANT FMD switchable 33/45, fine adjust (1 to 3 motors)

Belts
Riemen ,KUrz* g4t ca, 180 mm Diameter
Riemen ,mittel“ medium ca. 300 mm Diameter

Riemen ,lang” long ca. 320 mm Diameter

Bearing oil
Bearing oil122 ¢, hydrodynamic Bearing (e.g. Fat Bob, all turntables with TMD or FMD)
Bearing oil ZF for bronze bearing (e.g. ZET without TMD)




ACCESSORIES 2/2
FOR ALL TURNTABLES

Various

Quintessence-switch (. m

Quintessence-switch gold

Rotor Ringforacrylicplatter60mm and 80 mm

Rotor Ring incl. platter matformetal Platter 60 mm and 80 mm

Laser Clean cleaning fluid

Laser Tuch cleaningcloth

Alu Polish Set

Acrylic Polish Set

Acrylic cleaning Set

NEW:Tone arm adjustment S'ecPrecision scale and block for parallel adjustment

Platter weighte

Belt weight Alu370g

Belt weight POMblack,with brass weight

Platter weight Chrombrass chrome plated, 740 g

Platter weight Gold brass, gold plated, 740 g
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